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This Joint Australian/New Zealand Standard was prepared by Joint Technical
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The following interests are represented on Committee TX/9:
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Review of Standards. To keep abreast of progress in industry, Joint Australian/New
Zealand Standards are subject to periodic review and are kept up to date by the issue
of amendments or new editions as necessary. It is important therefore that Standards
users ensure that they are in possession of the latest edition, and any amendments
thereto.
Full details of all Joint Standards and related publications will be found in the
Standards Australia and Standards New Zealand Catalogue of Publications; this
information is supplemented each month by the magazines ‘The Australian Standard’
and ‘Standards New Zealand’, which subscribing members receive, and which give
details of new publications, new editions and amendments, and of withdrawn
Standards.
Suggestions for improvements to Joint Standards, addressed to the head office of either
Standards Australia or Standards New Zealand, are welcomed. Notification of any
inaccuracy or ambiguity found in a Joint Australian/New Zealand Standard should be
made without delay in order that the matter may be investigated and appropriate action
taken.

This Standard was issued in draft form for comment as DR 93174.
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PREFACE

This Standard was prepared by the Joint Standards Australia /Standards New Zealand
Committee TX/9 on Carpets, to supersede, in Australia, AS 2455—1989Textile floor
coverings—Laying practice.

The revision of AS 2455—1989 was undertaken primarily to take into account the differing
needs of small residential installations and those of commercial installations for site
inspection and exchange of information between the contractor and the purchaser.

Of the organizations represented on the Committee, the Building Owners and Managers
Association of Australia did not support the publication of the Standard without a
recommendation being included for the way in which the carpeting of multiple residences,
e.g. blocks of units, clusters of townhouses, conversions of commercial high-rise buildings
to residential use, and so on, should be defined in terms of the Standard. The Building
Owners and Managers Association believes that these types of installations should be treated
as commercial installations.

Requirements for installing carpet tiles are proposed to be covered in another part of the
Standard.

 Copyright STANDARDS AUSTRALIA/ STANDARDS NEW ZEALAND

Users of Standards are reminded that copyright subsists in all Standards Australia and Standards New Zealand publications and software.
Except where the Copyright Act allows and except where provided for below no publications or software produced by Standards Australia
or Standards New Zealand may be reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission
in writing from Standards Australia or Standards New Zealand. Permission may be conditional on an appropriate royalty payment. Australian
requests for permission and information on commercial software royalties should be directed to the head office of Standards Australia. New
Zealand requests should be directed to Standards New Zealand.

Up to 10 percent of the technical content pages of a Standard may be copied for use exclusively in-house by purchasers of the
Standard without payment of a royalty or advice to Standards Australia or Standards New Zealand.

Inclusion of copyright material in computer software programs is also permitted without royalty payment provided such programs are
used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the Standard
is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in commercial
contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia or Standards New Zealand at any time.
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S E C T I O N 1 S C O P E A N D G E N E R A L

1.1 SCOPE This Standard sets out requirements for installing textile floor coverings
(carpets). It gives details of the work necessary in preparing subfloor surfaces, together with
the procedures that should be adopted where textile floor coverings are laid over various types
of subfloors and underlays, and where underfloor heating units are installed. Details of
information to be obtained by the contractor are also specified (see Appendix A).

NOTE: Underfloor heating units refers to any panel heating appliance or system whereby the
subfloor structure is warmed intentionally for space heating purposes.

1.2 OBJECTIVE The objective of this Standard is to provide contractors, manufacturers,
suppliers, and purchasers of textile floor coverings, and others, for example, technical
educators, with a code of practice to enable the provision of correctly installed textile floor
coverings.

1.3 REFERENCED DOCUMENTS The following documents are referred to in this
Standard:

AS
1684 SAA National Timber Framing Code

2454 Textile floor coverings—Terminology

2458 Hardboard

NZS
3604 Code of practice for light timber frame buildings not requiring specific design

BS
1142 Specification for fibre building boards

WorkSafe Australia National Model Regulations—
NOHSC:1005 (1991) Control of workplace hazardous substances
NOHSC:2007 (1991) National Code of Practice—Control of workplace hazardous substances

1.4 DEFINITIONS For the purpose of this Standard, the definitions given in AS 2454 and
those below apply.

1.4.1 Contractor—the firm or person authorized by the purchaser to carry out the laying of
the textile floor covering.

1.4.2 Crotch—the junction of the lower edge of the riser with the rearmost edge of the stair
tread.

1.4.3 Fill-out—an installed length of textile floor covering of a width dimension that is less
than its usable manufactured width.

1.4.4 Plane (surface)—of a condition such that when a straight edge 1.5 m long is placed
on the surface at any position, no part is more than 5 mm below the straight edge.

COPYRIGHT

T
hi

s 
is

 a
 fr

ee
 6

 p
ag

e 
sa

m
pl

e.
 A

cc
es

s 
th

e 
fu

ll 
ve

rs
io

n 
on

lin
e.



Click on the logos to search the database online.

SAI Global also carries a wide range of publications from a wide variety of Standards Publishers:

The remainder of this document 

is available for purchase online at 

www.saiglobal.com/shop
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